
 

Monitor LM55-F400

4K Ultra-HD resolution
Suitable for continuous 24/7 operation
8ms response time for no motion blur, judder or ghosting
1.07G colors, for a realistic and immersive visual experience
High fidelity digital processing for a brilliant and vivid video
178°/178° extra-wide viewing angle for overall viewing performance
Professional thermal design to extend equipment lifespan

  Ölçü 55''

Görüntü imkanı 4K

Tezlik 60 Hz

Panel İPS

Ətraflı
Model           LM55-F400         

Display     

Screen size     55"       

Aspect ratio      16:9   

Permission     3840×2160 (UHD)  

Backlight LED

Brightness / Lighting       380 cd/m 

Contrast ratio    5000:1 

Display color 1.07G (bit + FRC) 
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Viewing angle 178° / 178° (V8) 

Response time 9.5 ms 

Refresh rate 60 Hz 

Signals   

Entrance HDMI × 3, USB × 1 

Exit Speaker x 2 6W, Audio output x 1 

Certificates  

Certificates CE/FCC 

Environment   

Operating temperature  0℃~40℃ 

Working humidity 10% ~ 85% 

Electrical properties   

Power supply  100~240VAC, 2.5A, 50/60Hz 

Power consumption (in operation mode)    150 W

Power Consumption (Standby)   ≤0.5 W 

Accessories   

Standard Power cable, remote control, pedestal, HDMI cable 

Additionally Hanging bracket 

General information   

Size 1236.0×715×68.3mm(48.7"×28.1“×2.7”) 

VESA  400 x 200 mm   

Net weight   11.7 kg 

Gross weight 15.7 kg 

                               2 / 3



 

Daytech.Az

Powered by TCPDF (www.tcpdf.org)

                               3 / 3

https://daytech.az/
http://www.tcpdf.org

